
  5'-0"  WELLBORE
MOUSEHOLE,
12" DIA. X 90' DEEP

DS SUBSTRUCTURE

CHOKE

CON-X
TOP DRIVE

FOR ROADWAY

PARTS CON-X

OF CROWN STAND

CLEAR SPACE

BUSTER/

HOUSE
SHAKER TANKSUCTION TANK

PUMP #2

PUMP #1

ACCUMULATOR

FUEL TANKVFD HOUSE

ENGINE #1

FOR BED TRUCK*

NEEDED IN FRONT
ENGINE #2

ENGINE #3

TRIP TANK

BOILER

ODS SUBSTRUCTURE

CROWN STAND

RIG EQUIPPED WITH SKID PACKAGE
CAPABLE OF 112' TOTAL SKID DISTANCE

  35'-0"  

  43'-8"  

  130'-7"  

  37'-8"  

  150'-0"  

  30'-0"  

 345'-7" 

TO SIDE OF RESERVE PIT

 116'-4" 

10'-0" FROM TANK WALL

8'-9" FROM WELLBORE
TO FRONT OF RESERVE PIT

  25'-0"  

OF FURTHEST WELL IF ON MULTI-WELL PAD

MINIMUM LOCATION DIMENSIONS

DRYHOLE DIMENSIONS

* 185'-0" CLEAR SPACE NEEDED IN FRONT

CLEAR SPACE
FOR ROADWAY

RIG 114
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